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A procedure is suggested to translate the quality factor of a plane harmonic attenuating wave in a general
anisotropic elastic medium into its phase velocity and two finite non-dimensional attenuation parameters. A
chosen value of the quality factor of an attenuated wave in the dissipative medium is used to specify its
complex slowness vector for a general direction of propagation. In this specification, one of the attenuation
parameter identifies the component of intrinsic attenuation along the direction of propagation of wave, i.e.,
homogeneous propagation of wave. Another parameter represents the component of attenuation in the direction
orthogonal to propagation direction. It measures the deviation from homogeneous propagation and is termed as
the inhomogeneity strength of the attenuated wave. These attenuation parameters alongwith phase velocity are
used to calculate the rate of decay of amplitude of the attenuated wave along any given direction in propagation-
attenuation plane. Biot’s theory is used to study the propagation of four attenuating waves in an anisotropic
poroviscoelastic medium in the presence of initial stress. For each wave, the specification of complex slowness
vector is obtained in terms of its phase velocity and two attenuation parameters. Numerical results show that the
attenuation contribution from the homogeneous propagation (of any of the three faster waves) is only a little in
the total attenuation of any of these attenuated waves. The effects of the changes in anisotropy-type, initial-stress,
frequency, fluid-viscosity, viscous characteristic length, and anelasticity of porous frame on the attenuation are
also studied. It is found that though they affect the phenomenon of wave propagation and wave characteristics,
major contribution to total intrinsic attenuation comes from the inhomogeneous propagation of the attenuated
wave.
Key words: Intrinsic attenuation, inhomogeneous waves, dissipative porous solid, seismic anisotropy, initial-
stress, anelasticity.
1. Introduction
The accurate analysis of observed seismic attenuation is
important for the advancement in knowing the structure of
the earth. This is particularly true in exploration industry
and in the investigation of tectonic stress and failure where
small scale fracturing and flow of fluid into the fractures is
important. The confined stresses and shale anisotropy helps
in predicting flow path for improved oil recovery and de-
signing hydraulic fracturing schemes. The flow mechanism
to equilibrate fluid pressure produces a great deal of seismic
attenuation at high frequency. The total attenuation inferred
from the seismograms is the sum of intrinsic attenuation
and scattering attenuation. Major contribution comes from
the intrinsic attenuation (Sams et al., 1997), which repre-
sents the internal frictions between the adjacent material
grains not elastically bonded. The seismic data from sed-
imentary regions exhibit more intrinsic attenuation that can
be explained through existing theoretical models (Pride et
al., 2004). Analysis of seismic data suggests that hydro-
carbon deposits are often associated with higher than usual
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values of attenuation, but this is generally ignored during
amplitude-versus-offset (AVO) analysis. These larger atten-
uations are, generally, translated into the stronger sources of
attenuation, i.e., intrinsic physical processes, such as the in-
teractions between the solid and the fluid, grain friction etc.
Chapman et al. (2006) studied the reflections from the in-
terface between the medium based on squirt flow concept
and an elastic overburden. They found that reflection coef-
ficient varies with frequency and the impact of this variation
depends on the AVO behaviour at the interface. Liu et al.
(2007) approved the use of difference in velocity and at-
tenuation anisotropy to understand the mechanisms and to
extract the additional information about subsurface fracture
systems.
Whatever be the sources of attenuation of seismic waves
in sedimentary rocks, the mathematical models are often re-
quired to explain the (rate of) decay of amplitude of waves
propagating away from the source. This demands a much
deeper insight into the process of wave propagation in real-
istic models of sedimentary rocks in the crust. These rocks
can, more closely, be modeled as fluid-saturated porous
solids pervaded by aligned cracks. The fluid-saturated mi-
crocracks are highly compliant and crustal rocks respond
immediately to the small changes in differential stress (i.e.,
difference between confined tectonic stress and fluid pres-
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sure). Hence, a pre-stressed anisotropic porous solid makes
a much realistic geophysical model to be used for seismic
characterization of sedimentary or reservoir rocks. In par-
ticular, such a composite physical model facilitates the para-
metric studies of the influence of various measurable phys-
ical properties of the medium (i.e., porosity, permeability,
pore-fluid viscosity, frame anelasticity, initial-stress, elas-
tic/hydraulic anisotropy, pore-size, etc.).
Biot (1956) used Lagrange’s equations to derive a set
of coupled differential equations that governs the propa-
gation of motions of solid and fluid particles in a fluid-
saturated porous medium. Biot (1962a, b) extended the
acoustic propagation theory in the wider context of the me-
chanics of porous media and developed the new and simpli-
fied derivations of the fundamental equations of poroelastic
propagation. A little later, Biot (1963) introduced the effect
of initial stress in the mechanics of porous media and de-
veloped the basic equations. Stoll and Bryan (1970) used
Biot’s theory (1962a, b) to study the wave attenuation in
saturated sediments. In the sedimentary rocks, the anelastic
nature alone may not be able to explain the observed atten-
uation. The confining stresses and wave-induced flow of
viscous-fluid in pores and cracks are another important fac-
tors. In an initially-stressed porous medium of transverse
isotropy, Sharma and Gogna (1991, 1993) studied the prop-
agation of SH waves. Sinha et al. (1995) considered in-
homogeneous pre-stresses in the porous medium resulting
from the pressurized fluid in borehole. Sams et al. (1997)
measured the large intrinsic attenuation in the stratified se-
quence of water-saturated porous sediments. Attenuation
anisotropy in reservoir intervals is generally stronger than
in overburdens. Numerical examples studied by Sharma
(2005a) suggest that effect of initial-stress may be much
more on attenuation as compared to velocities. Shapiro and
Kaselow (2005) developed a formalism that describes the
elastic moduli, anisotropy and porosity of rocks as func-
tions of confining stress and pore pressure.
An earlier study of author (Sharma, 2005b) shows that,
compared to velocity, the attenuation is more sensitive
to the inhomogeneity of waves propagating in dissipative
anisotropic poroelastic medium. Much earlier, Winterstein
(1987) related the quality factor (Q) variations in a multi-
layered medium to the inhomogeneity (angle between prop-
agation direction and direction of maximum attenuation) of
the attenuating waves. In another study, Carcione (1999)
suggested that the differences in amplitude variation with
offset (AVO) of waves transmitted at ocean bottom depend
not only on the properties of the medium but also on the
inhomogeneity of the wave. This implies that the prop-
agation of inhomogeneous waves may be able to explain,
mathematically, the larger attenuation of seismic waves in
sedimentary regions. Importance of inhomogeneous waves
in single-phase viscoelastic media are found in Borcherdt
(1977, 1982) and Cerveny and Psencik (2005a, b). Ex-
perimental results (Borcherdt et al., 1986; Hosten et al.,
1987) confirm the generation and existence of inhomoge-
neous body waves and the differences in their physical char-
acteristics from elastic body waves. Carcione (2006) stud-
ied the Rayleigh-window effect to explain the role of inho-
mogeneous waves in amplitude reduction of the reflection
coefficient of the ocean bottom. The theory about inho-
mogeneous body waves in porous media has been given in
Carcione (2007).
A mathematical model of wave propagation should ex-
plain the attenuation through the decay of amplitude away
from source, i.e., AVO. The amplitude decay of a plane har-
monic wave in dissipative media is derived from the spec-
ification of its complex slowness vector. A general analy-
sis of attenuation requires the complex slowness vector to
represent the propagation of inhomogeneous waves. The
work presented proposes a procedure to relate the quality
factor of attenuation to the inhomogeneity of the attenuated
wave in a dissipative medium. The specification of com-
plex slowness vector of the attenuated elastic wave provides
its phase velocity, homogeneous attenuation and inhomo-
geneity strength, which can be used to calculate the decay-
rate of amplitudes of displacements of material particles.
The procedure proposed is used to study the propagation of
inhomogeneous waves in an anisotropic, initially-stressed,
anelastic porous solid medium saturated with viscous fluid.
The numerical examples considered certifies the direct rela-
tionship between quality factor of attenuation and inhomo-
geneity strength of an attenuated wave.
2. Inhomogeneous Plane Waves
The general plane waves propagating in a dissipative
medium are inhomogeneous waves (Borcherdt, 1982).
These waves exhibit physical properties those are differ-
ent from the body waves in elastic media. According to
Caviglia et al. (1990), a plane wave is said to be inhomoge-
neous if its slowness vector is complex valued. The real and
imaginary parts of complex slowness vector are termed as
propagation vector and attenuation vector, respectively. In
general, the inhomogeneity of an attenuating wave is repre-
sented through the difference in the directions of its prop-
agation vector and attenuation vector. In other words, an
angle between equi-amplitude plane and equi-phase plane
of an attenuating plane wave represent its inhomogeneous
character.





nˆ + ıκ aˆ] , (1)
where, propagation direction (nˆ) is normal to equi-phase
plane and direction of maximum attenuation (aˆ) is normal
to equi-amplitude plane. The angle (γ ) between aˆ and
nˆ defines the inhomogeneous character of the attenuating
wave with (κ) being its attenuation-propagation ratio. The
real quantity v is the phase velocity of wave propagating
along nˆ and suffering maximum attenuation along aˆ. In
the following procedure we are using a non-dimensional
finite parameter (δ) to define an inhomogeneous wave. It
measures the deviation of an inhomogeneous wave from
its homogeneous version (represented by, δ = 0) and is
termed as inhomogeneity strength. To assign a role to δ in
propagation phenomenon, consider a plane formed by two
orthogonal unit vectors nˆ and mˆ such that it contains the
attenuation vector aˆ. Then, the expression (1) of complex
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nˆ + ıβnˆ + ıδmˆ] , (2)
where, β is the component of attenuation vector κ aˆ along
the direction of propagation (nˆ). Hence, β identifies the ho-
mogeneous attenuation of an attenuated wave. The another
parameter δ, which is the component of κ aˆ along orthogo-
nal direction mˆ, identifies the inhomogeneous attenuation.
In fact, in the maximum intrinsic attenuation of an attenu-
ated wave, the contributions of homogeneous propagation
(i.e. γ = δ = 0) and evanescent propagation (i.e. γ = π/2)
are defined by the ratios β/v and δ/v, respectively. So, the
phase velocity (v) and attenuation parameters (β, δ) are the
(real) unknowns, to be determined for given direction nˆ and
orthogonal direction mˆ in a dissipative medium. Using a
substitution p = N/V , such that N.N = 1, of complex slow-
ness vector in the propagation of harmonic plane waves in
any anisotropic (dissipative) medium provides a system of
Christoffel equations. This system can be solved into an al-
gebraic equation, which provides the values of complex ve-
locity V for any given N. Using this relation among p, V
and N, Eq. (2) yields
N = [nˆ(1 + ıβ) + ıδmˆ] /
√[
(1 + ıβ)2 − δ2];
v2
V 2
= (1 + ıβ)2 − δ2.
(3)
Denote the complex quantity V 2 = h = h R + ıh I so that
we have a complex equation
v2 = (1 − δ2 − β2 + 2ıβ) (h R + ıh I ), (4)
which, on resolving, yield two real equations as follows.
0 = (1 − δ2 − β2) hI + 2βh R, (5)
v2 = (1 − δ2 − β2) h R − 2βhI . (6)
Combining these two equations implies that β2 + δ2 < 1
ensures a positive value for v2 when h R is positive. Defining








2βQ = 1 − β2 − δ2. (8)
This last relation implies that
0 < βQ < 0.5, (9)
which restricts the value of β for any attenuating wave with
a given value of Q. This implies that even for a highly
attenuating inhomogeneous wave (i.e., Q−1 ≤ 0.1) the
contribution of its homogeneous propagation to the total
attenuation (κ < 1) may be less than five percent. However,
for the restricted homogeneous propagation, i.e. δ = 0,
the whole attenuation is represented only with β. But, in
this case Q−1 is found to be very small (Sharma, 2005a)
and then, from Eq. (8), β (< 0.5Q−1) will also be very
small. Moreover, in viscoelastic solids, it is observed that
for δ = 0, the value of β is found to be very near to
zero (Sharma, 2008a). Similar results are obtained in the
numerical example of the present study.
It is calculated that Eq. (5) has a root in the range of β
given by (9) or an equivalent range of δ < ±
√
1 − β2 in
(−1, 1). To calculate attenuation parameters (β, δ) and
phase velocity (v), the various relations derived above are
written in terms of Q as follows.
h R(β, δ) + QhI (β, δ) = 0, (10)
β = −Q ±
√






h R(β, δ), (12)
γ = sin−1(δ/κ) κ =
√
1 − 2βQ. (13)
For a chosen value of Q, Eq. (11) provides β as a function
of δ. The sign ± is chosen to ensure the same sign for β
and Q as required in (9). Then the left side of Eq. (10)
becomes a non-algebraic function of only one unknown,
i.e. δ. A numerical method such as bisection method or
Newton-Raphson method can find δ as its root in (−1, 1).
Thus obtained δ and the chosen value of Q are used in
relations (11)–(13) to calculate the values of β, v and γ . A
possibility may not be ruled out that for an arbitrary value
of Q or even for a genuine looking value of Q, the value of
h R may not be positive for some direction of propagation
(nˆ). Then, Eq. (10) may not provide a valid solution for δ.
In general, it is expected that for a chosen direction of
propagation (nˆ) of an attenuated wave, an intuitively chosen
value of quality factor Q yields the valid values for v, β
and δ. These values together are sufficient to calculate
the variations of amplitudes (of displacements) of material
particles with offset. It is calculated that along any given
direction in (nˆ, mˆ) plane making an angle (say) α with nˆ,
an amplitude reduces to half at every distance r , given by
r = v ln 2
ω(β cos α + δ sin α) ≈
0.693 v
ω(β cos α + δ sin α) . (14)
Note that for any attenuating wave in the dissipative
medium, the distance r is inversely proportional to its fre-
quency and directly proportional to its phase velocity. The
relation (14) indicates that there may exist a direction, mak-
ing an angle α = tan−1(−β/δ) with nˆ, along which the
distance r will be infinite. This means the harmonic distur-
bance propagating as an inhomogeneous plane waves may
not decay along this direction.
Finally, we have a system of equations to calculate the
unknowns β, δ, v and inhomogeneity angle γ from a given
value of Q for an attenuating wave in a dissipative medium.
In other words, the procedure explained above is capable
of translating the attenuation quality factor for a wave in
any dissipative anisotropic elastic medium into its prop-
agation and attenuation characteristics as inhomogeneous
wave. However, this procedure requires an algebraic sys-
tem for the medium so as to calculate the complex func-
tion h (= V 2) corresponding to a given complex vector N.
In the next section, such a system is derived for a general
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and realistic dissipative (pre-stressed anisotropic poroelas-
tic) medium.
3. Pre-Stressed Anisotropic Porous Solid
3.1 Fundamental equations
Following Biot (1962a), a set of differential equations
governs the particle motion in a general anisotropic porous
solid frame, of anisotropic permeability, saturated by a vis-
cous fluid. Consider this medium to be under homogeneous
initial stress defined through Si j , the components of a sym-
metric tensor. The absence of body forces in the porous
medium ensures that fluid density (ρ f ) and initial fluid pres-
sure will be uniform. Following Biot (1963), the constitu-
tive equations governing the dynamics of porous media un-
der initial stress, in the absence of body forces, are given
by
τi j, j + 1
2
[Sjk(ui,k j −uk,i j )+Sik(u j, jk −uk, j j )]=ρu¨i +ρ f w¨i ,
(−p f ),i = ρ f u¨i + qi j w¨ j ,
(15)
where wi = f (Ui − ui ). The components Ui and ui define
the displacements of particles of pore-fluid and solid frame,
respectively. f is the porosity of the solid matrix. Indices
can take the values 1, 2 and 3. Summation convention
is valid for repeated indices. The comma (, ) before an
index represents partial space differentiation and dot over
a variable represents partial time derivative. The ρ and
ρ f are the densities of porous aggregate and pore-fluid,
respectively. The symmetric tensor q, controls the inertial
as well as viscous coupling between fluid and solid phases.
The effect of viscosity (µ) of pore fluid is restricted only
to dissipation due to the relative motion between fluid and
solid particles. This implies that the attenuation comes
from the wave-induced flow of viscous fluid in the pores.
Following Johnson et al. (1987) and Albert (1993), q can
be written in terms of anisotropic permeability (K) of solid
matrix, and tortuosity of pores (α∞) for non-viscous fluid,
as
q = ρ f α∞
f
(I + ıd), (16)
where, I is an identity matrix of order three and ı = √−1.
Writing the permeability tensor K (= koKa) with maximum
permeability value ko, the dissipation matrix d is defined as
d = ωc
ω






 (= koα∞/ f ) is a parameter with dimension of
permeability. ω is the angular frequency of plane harmonic
wave with e−ıωt time dependence. The expression of d, in
Eq. (17), is valid for low frequency, when the flow in pores
is of Poiseuille type. For high frequency, the viscosity µ is
multiplied by a frequency dependent correction factor
F(ω) =
[
1 − ıη ω
2ωc
]1/2




where, the viscous characteristic length  represents the
configuration of pores. The value of non-dimensional pa-
rameter η is around 1, for most of the porous media (Albert,
1993). Hence, the dissipation d in the medium becomes an
explicit function of two parameters ω/ωc and η. In expres-
sion (17) of dissipation matrix d, the dynamic tortuosity of
pores is expressed as an analytic function of frequency. This
explicit frequency dependence of tortuosity was, however,
constructed from the results for the low- and high-frequency
behaviours. Hence, the analytic function represented the
correct behaviour only at these frequency extremes and an
error of upto 10% was observed for intermediate frequen-
cies (Johnson et al., 1987).
The incremental stress components τi j and fluid pressure
p f (Biot, 1962a) are expressed as
τi j = ci jkluk,l + mi jwk,k,
−p f = mi j ui, j + Rwk,k,
(19)
where, the fourth-order tensor ci jkl represents the elastic
properties of the porous aggregate. The symmetric tensor
of elastic parameters mi j represents the elastic coupling
between fluid and solid phases of the porous aggregate.
Elastic constant R measures the pressure exerted on fluid
to saturate the porous solid frame. In an initially-stressed
medium, the existence of energy density function requires
(Biot, 1939) the elastic tensor ci jkl to satisfy a relation,
given by
ci jkl − ckli j = Sklδi j − Si jδkl , (20)
where, δi j is Kronecker delta.
3.2 Harmonic plane waves
For the propagation of plane harmonic waves, write the
displacement components as
u j =E j exp {iω(pk xk − t)},
w j =Fj exp {iω(pk xk − t)},
(21)
where, (p1, p2, p3) is slowness vector p. In terms of phase
velocity V , the slowness p = N/V , such that complex (or
dual) vector N = (N1, N2, N3) satisfies N.N = 1. The
harmonic solution (21), through relations (19), is used in
equations of motion (15) to obtain (Sharma, 2005a) a sys-
tem of six linear homogeneous equations in E j , Fj ; ( j =
1, 2, 3). This system is manipulated algebraically into two
sub-systems, which represent the dynamics of wave propa-
gation in a fluid-saturated porous solid under initial stress.
One of them relates the two forms of displacements, i.e.,
(w) and (u). The other one defines the modified Christoffel
equations for the medium as
Wi j E j = 0, (i = 1, 2, 3), (22)
where, matrix W is the same as in Sharma (2005b). The
Christoffel equation is just the elastic wave equation trans-
formed over space and time. It specifies the phase veloc-
ity and polarization of each plane wave component in fre-
quency domain. For the existence of a non-trivial solution,
the modified Christoffel equation is solved (Sharma, 2005b)
into a quartic equation in h (= V 2), given by
h4 + C1h3 + C2h2 + C3h + C4 = 0. (23)
The coefficients C j in (23) are complex due to the viscos-
ity of pore-fluid and anelasticity of the solid frame in the
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Fig. 1. Variations of phase velocity (v) and homogeneous attenuation (β) and inhomogeneity strength (δ) of q P1-wave with propagation direction (θ )
and quality factor (Q) in pre-stressed sandstone of triclinic anisotropy; ω = ωc .
porous aggregate. The four complex roots (say, h j ; j =
1, 2, 3, 4) of this equation represent the propagation of four
attenuating waves in the medium. The complex velocities
of the four waves, given by Vj (=
√
h j ) will be varying with
phase vector N. These waves, with velocities represented by
Vj , ( j = 1, 2, 3, 4), may be called the q P1-, q S1-, q S2-,
q P2-waves, respectively. The prefix ‘q’ is used to represent
the quasi-longitudinal (q P) or quasi-transverse (q S) char-
acters of the waves in the non-dissipative medium (Sharma,
2008b, 2009). The vector N with real components implies
the same directions for propagation and attenuation vec-
tors of these waves and, hence, make them homogeneous
waves. However, the propagation of inhomogeneous waves
can, only, be explained with N as a complex (dual) vec-
tor. Then, the slowness vector p = N/V of each wave is
resolved (Section 2) to calculate its phase velocity and at-
tenuation parameters.
4. Numerical Examples
The general mathematical model explained in previous
sections provides a procedure to specify the complex slow-
ness vectors for the propagation of four inhomogeneous
waves in a saturated poroelastic solid under initial stress.
The complex slowness vector of each inhomogeneous wave
is constituted by the values of phase velocity (v) and atten-
uation parameters (β, δ). Numerical examples are studied
to analyze the variations of v, β and δ with propagation
direction (nˆ) for chosen values of Q, η, ω/ωc involved in
the mathematical model. The numerical model is consid-
ered for North-Sea sandstone, a general anisotropic porous
reservoir rock of density ρ = 2216 kg/m3 and porosity
f = 0.157 (Rasolofosaon and Zinszner, 2002). The in-
terconnected pores of tortuosity α∞ = 6.2 and elastic con-
stant R = 5 GPa, are filled with a viscous fluid of density
1000 kg/m3. The elastic constants for this saturated sand-
stone are defined in Appendix.
For a general direction (θ, φ), in three-dimensional
space, the propagation direction nˆ is defined by
(sin θ cos φ, sin θ sin φ, cos θ). A vertical plane, fixed by
φ = π/4, is considered the propagation-attenuation plane
for this study. In this plane, the orthogonal vector mˆ is
considered along θ + π/2 and θ , varying from 0 to 90◦,
represents propagation direction. Fixed values are assumed
for frequency ω = ωc and parameter η = 1.
Figure 1 exhibits the variations of propagation-
attenuation characteristics (v, β, δ) for q P1 wave with
phase direction (θ ). These variations exhibit the anisotropic
character of propagation and attenuation of q P1 wave in
the medium considered. The three different values for qual-
ity factor (Q = 60, 80, 100) provide liberty in selecting
an appropriate Q for q P1 wave. It is noted that the phase
velocity increases slightly with increase of Q. Both the at-
tenuation parameters (β, δ) increase with the increase of Q.
An important observation is that for q P1 wave, the value of
β, in general, is not more than five percent of δ. Another
important observation may be the sign change of inhomo-
geneity parameter (δ) for the values of θ in (80◦, 90◦). The
effect of Q as well as θ on v and β is observed more in this
pocket of propagation directions. It is felt that this step in
δ must be a discontinuity, i.e., there may be some θ values
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Fig. 2. The same as Fig. 1, but for q S1-wave.
Fig. 3. The same as Fig. 1, but for q S2-wave.
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Fig. 4. The same as Fig. 1, but for q P2-wave.
in this pocket for which the chosen quality factor (Q) can
not be achieved through the valid values of v, β, δ. Else,
there must exist a propagation direction for which δ van-
ishes, which represents a homogeneous propagation of q P1
wave. But β alone with its restricted value may not be able
to justify the attenuation represented by the chosen value of
Q. In other words, it is a kind of critical angle which may
represent the forbidden direction for propagation of attenu-
ated wave with chosen value of Q in the model considered.
For propagation beyond this angle, the inhomogeneity pa-
rameter δ with reverse sign yields the genuine value of β,
which satisfies the required restriction (9).
In Fig. 2, the phase velocity of q S1 wave increases with
the increase of Q value from 20 to 40. For the same in-
crease of Q, the attenuation parameter β decreases but δ
increases. The effect of changes in Q is more clear on the
characteristics of q S1 wave as compared to q P1 wave in
Fig. 1. The behavior of variations for propagation direction
θ ∈ (80◦, 90◦) is same as that of q P1 wave. In general,
the q S1 wave have a quite larger β than q P1 wave. Hence,
the values of δ, even for large Q, may not be more than ten
times that of β.
Compared to q S1 wave in Fig. 2, any change in the value
of Q in (40, 60) has a very little effect on the phase velocity
of q S2 wave (Fig. 3). To any change in Q, the attenuation
parameter β is more sensitive than δ. However, for most
of the propagation directions, the smaller values of β may
not be more than 10 percent of the corresponding values of
δ. The pocket of discontinuity in propagation direction for
q S2 wave lies for some values of θ ∈ (75◦, 85◦).
The pocket of discontinuity in the propagation direction
of q P2 wave is noted (Fig. 4) for θ ∈ (20◦, 30◦). Except in
this pocket, an increase in the values of Q ∈ (0.95, 1.15),
decreases the values of phase velocity (v) and homogeneous
attenuation (β). However, the value of δ increases with an
increase in Q. This slowest (q P2) wave is different from
other three faster waves in the value of β, which is very
much to the order of δ. This wave may be identified as
Biot wave and all of its characteristics (v, β, δ) are quite
sensitive to any change in the quality factor (Q).
In the numerical results discussed above it is noticed that,
for three faster (q P1, q S1, q S2) waves, the value of β is
much smaller than δ. Moreover, this smaller values of β
is not the property of the physical parameters chosen for
the elastic model used in numerical computation. To ascer-
tain this, the numerical results were calculated for a numer-
ical example with different physical parameters. Dolomite
reservoir rock (Rasolofosaon and Zinszner, 2002) of poros-
ity f = 0.23, tortuosity α∞ = 7.8, density 2423 kg/m3 and
R = 10 GPa was considered as an anisotropic porous solid
saturated with water. The elastic tensor and permeability
tensor for dolomite are given in Appendix. The variations
of β and δ with θ were calculated for all the four waves with
different values of Q. The values of β/δ for three faster
waves in dolomite were not much different from those ob-
served for sandstone in Figs. 1 to 3.
Now, for three faster waves, we have β  |δ|. It can be
calculated from (7) that the quality factor (Q) of attenuation
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Fig. 5. Variations of attenuation parameters (β, δ) with propagation direction (θ ) and frequency (ω/ωc) in pre-stressed sandstone of triclinic anisotropy.
is given by
Q−1 = 2β
1 − δ2 − β2 ≈
2β
1 − δ2 ; β  1. (24)
This implies that a large value of Q−1 is obtained when
value of δ is very near to 1. This further calculates angle γ
to be approaching π/2 and, hence, represents the propaga-
tion of nearly evanescent waves. This leads to an interpre-
tation that, in the initially-stressed dissipative anisotropic
porous medium, the quality factor (Q−1) of an attenuating
wave is a direct diagnostic of its inhomogeneity strength (δ
or γ ). Similar observation may be found in Carcione (2007)
for a dissipative medium even in the absence of initial stress.
To strengthen the claim on relation (24), the role of an-
other parameter (η), which affects the dissipation directly
through pore structure, in changing the homogeneous atten-
uation (β) was analysed. It was found that any change in the
value of η around 1 has almost no effect on the values of β
and δ for three faster waves. The values of Q chosen for
q P1, q S1 and q S2 waves were 80, 30 and 50 respectively.
Another factor that may affect the character of an attenu-
ating wave in a dissipative medium is the wave frequency
ω. The values of β and δ of three faster waves are cal-
culated for the numerical model of pre-stressed North-Sea
sandstone. Their variations with propagation direction are
exhibited in Fig. 5, for three different values of frequency,
i.e., ω/ωc = 0.01, 1, 100. The increase of ω/ωc, with
constant η (= 1), may be interpreted as an increase of fre-
quency (ω) and/or decrease of pore-fluid viscosity (µ). It
is noted (Fig. 5) that any change in the wave frequencies of
three faster waves with ω/ωc ∈ (0.01, 100) do not have
any significant effect on the variations of β and δ with θ .
The anisotropic symmetry of the poroelastic frame may
have some indirect effect on the attenuation due to viscous
pore-fluid. This effect on attenuation parameters (β, δ) of
the three faster waves is exhibited in Fig. 6. For ω = ωc
and η = 1, the anisotropy type is showing its effect on β
and δ as well as on pocket of discontinuity. However, with
the presence of anisotropic symmetries, values of δ increase
and that of β decrease. This means the values of β/δ are
reducing further.
Another attribute of the model considered, i.e., the pres-
ence of initial stress, may not be affecting the dissipation
directly but through the effects of elastic properties on com-
plex slowness vector. The variations in β and δ of Fig. 6
are repeated in Fig. 7 but for the absence of initial stress.
The comparisons of corresponding plots of these two fig-
ures provide the contribution of initial stress to the atten-
uation of three faster waves. It is noted that initial stress
have a significant effect on the variations of δ and β with
θ . However, the squeeze in the range of β values may not
improve the values of β/δ anyway.
Anelasticity of the porous frame is a major factor in the
presence of attenuation in the medium considered. So, it
deserves a fair chance to get its turn in upsetting the ratio
β/δ and the relation (24). According to correspondence
principle, the elastic constants bI J (two-suffixed notations
of elastic constants ci jkl) are replaced with bI J (1 − ı) to
represent the anelastic character of the porous solid frame.
The variations of β and δ are obtained (as shown in Fig. 8)
M. D. SHARMA AND A. K. VASHISHTH: ANISOTROPIC POROELASTIC ATTENUATION 97
Fig. 6. Variations of attenuation parameters (β, δ) with propagation direction (θ ) and anisotropic symmetry; pre-stressed sandstone; ω = ωc .
Fig. 7. The same as Fig. 6, but in the absence of pre-stress.
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Fig. 8. Variations of attenuation parameters (β, δ) with propagation direction (θ ) and frame anelasticity () of pre-stressed sandstone of triclinic
anisotropy; ω = ωc .
with θ for three values of  = 0.001, 0.02, 0.03. Certainly,
for each wave, the value of β increases with the presence
of anelasticity in the porous frame, but the dominance of δ
over β remains almost unaffected.
The specification of complex slowness vector of a plane
harmonic attenuating wave explored in this study can be
used directly to calculate the rate of decay of particle mo-
tion with propagation. The expression (14) calculates the
radial distance (r ) over which the displacements of material
particles reduce to half. For an assumed wave frequency
ω = 1000 sec−1, this distance is calculated for three faster
waves in initially-stressed anisotropic anelastic sandstone
for three directions of α = 30◦, 45◦, 60◦. The variations
in the distance r with propagation direction θ are exhibited
in Fig. 9. It is noted that for all the three waves r decreases
with the increase of angle α. This implies that dissipation
of disturbance increases with the increase of deviation from
the propagation direction. To analyse the role of this devia-
tion more clearly, the variations in distance r with α are dis-
played in Fig. 10 for a fixed propagation direction θ = 45◦.
Calculations are made for three different values of anelastic
parameter  = 0.025, 0.03, 0.035. From this figure, it is
observed that the distance r decreases with the increase of
. The maximum value of r is found at α = 0, i.e., along
the direction of propagation. On the other hand, the mini-
mum of r is observed along the direction nearly normal to
propagation direction.
5. Concluding Remarks
It is generally believed that the phenomena associated
with viscosity of pore fluid is the main cause of intrinsic at-
tenuation of elastic waves in reservoir rocks and other fluid-
saturated porous materials. In the present work, alongwith
pore-fluid viscosity, the effects of pre-stress, anisotropy, fre-
quency, anelasticity of porous frame on intrinsic attenuation
are also studied. This study provides a procedure to relate
the quality factor of an attenuating wave to its phase ve-
locity and two finite non-dimensional attenuation parame-
ters. These parameters represents an attenuating wave in
a dissipative medium as a general inhomogeneous wave.
The homogeneous attenuating wave is then obtained as a
special case in this representation. When supported with a
real/synthetic data, the suggested specification of the com-
plex slowness vector of an attenuating wave can be used in
the simulation studies on exploration seismology. For ex-
ample, with this specification, it is possible to estimate the
rate of radial decay of amplitudes of a wave in different di-
rections in propagation-attenuation plane. Apart from atten-
uation parameters, this decay rate varies with phase velocity
as well as frequency of the attenuating wave.
The intrinsic attenuation calculated for the propagation
of a homogeneous wave in a dissipative medium is found
to be much smaller as compared to the attenuation observed
across the seismic range of frequencies. This implies that a
larger intrinsic attenuation of seismic waves in sedimentary
rocks may not be along the directions near to their propa-
gation direction. More strictly, it should be in a direction,
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Fig. 9. Variations of radial distance for half-decay of particle motion with propagation direction (θ ) in pre-stressed anelastic ( = 0.01) sandstone of
triclinic anisotropy; ω = 1000 sec−1.
Fig. 10. Directional variations of radial distance for half-decay of particle motion with frame anelasticity () for fixed (θ = 45◦) propagation direction
in pre-stressed sandstone of triclinic anisotropy; ω = 1000 sec−1.
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which is nearly normal to the direction of propagation. In
other words, propagation of nearly evanescent waves may
be able to explain the larger intrinsic attenuation observed
in any anelastic or dissipative material. Two recent papers
(Chapman et al., 2006; Liu et al., 2007) summarize the ap-
plication of attenuation and anisotropy in the context of ex-
ploration geophysics. Hence, the ultimate applications of
this study are geophysical, whether for hydrocarbon explo-
ration, earthquake and structural engineering, or to the ex-
ploration of the solid earth. However, a pre-stressed dissipa-
tive anisotropic porous solid makes a realistic elastic model
to study attenuation in composite materials for shock/sound
absorbing properties.
Appendix.
Numerical models of two poroelastic solids used in
the numerical examples are taken from Rasolofosaon and
Zinszner (2002). One is water saturated North-sea sand-
stone and other is water-saturated dolomite rock. The elas-
tic matrix (in GPa) for North-Sea sandstone rock is given
by
b11 = 17.77 b12 = 3.78 b13 = 3.76 b14 =
0.24Z1 b15 = −0.28Z1 b16 = 0.03Z2;
b22 = 19.45 b23 = 4.13 b24 = −0.41Z1 b25 =
0.07Z1 b26 = 1.13Z2;
b33 = 21.79 b34 = −0.12Z1 b35 = −0.01Z1 b36 =
0.38Z2;
b44 = 8.30 b45 = 0.66Z2 b46 = 0.06Z1 b55 =
7.62 b56 = 0.52Z1 b66 = 7.77,
where, bI J ; (I, J = 1, 2, ..., 6), denote the two-suffix no-
tations (Crampin, 1989) for elastic tensor ci jkl . The sym-
metric tensor of anisotropic permeability is given by,
Ka = {0.81, 0.28Z2,−0.04Z1; 0.28Z2, 0.52,−0.1Z1;
−0.04Z1,−0.1Z1, 0.73}.
Elastic tensor (in GPa) for dolomite rock is given by
b11 = 65.53 b12 = 9.77 b13 = 12.19 b14 =
0.18Z1 b15 = −0.81Z1 b16 = 2.94Z2;
b22 = 50.77 b23 = 11.61 b24 = −0.09Z1 b25 =
−0.50Z1 b26 = −0.19Z2;
b33 = 60.11 b34 = −1.61Z1 b35 = 1.78Z1 b36 =
0.84Z2;
b44 = 23.51 b45 = 1.49Z2 b46 = −1.17Z1 b55 =
24.57 b56 = 0.26Z1 b66 = 20.21.
The matrix Ka = {0.96,−0.08Z2,−0.06Z1;
−0.08Z2, 0.72, 0.01Z1; −0.06Z1, 0.01Z1, 0.73} defines
the anisotropic permeability of dolomite rock.
The matrix M = R{1,−0.1Z2, 0.2Z1;
−0.1Z2, 1.1, 0.15Z1; 0.2Z1, 0.15Z1, 0.9}, defines the
anisotropic elastic fluid-solid coupling matrix. This
anisotropy is chosen with restriction that deviation from
isotropy in any direction is not more than 20%. Similarly,
the initial stress (in GPa) is assumed through the symmetric
matrix S = {1., 0.11Z2, 0.09Z1; 0.11Z2, 1.1, 0.1Z1;
0.09Z2, 0.1Z1, 0.9}. This tensor restricts the initial stress
up to maximum 1.1 GPa.
The above given sets of numerical values with Z1 =
Z2 = 1 define the triclinic system of anisotropy for the
medium and the initial stress. The values Z1 = 0, Z2 =
1 represent the monoclinic symmetry and the orthotropic
symmetry is represented with Z1 = Z2 = 0.
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